
 

PAC POLYANIONIC CELLULOSE PRODUCT INFORMATION 
PAC Polyanionic cellulose a substance which can be added to drilling muds, counting on the intended application 

and desired properties of the mud include detergents, foaming agents, defoaming agents. Having fluid-loss 

control, shale inhibition and salt tolerance. It is useful for water-based drilling fluids as well as in low-density 

brines, for one or a lot of functions 

 

PAC Polianionic Cellulose Features 

The primary function off the PAC Polyanionic cellulose reduce and control the API filtration rate while stabilizing 

the rheology of the mud without substantially increasing the viscosity regime of the fluid system. It also provides 

shale inhibition as a protective colloid and improves the filter cake quality and stability between the wellbore and 

the formation. 

 



 

PAC Polyanionic Cellulose Application:  

It should be added to the solution by using high speed conventional mixers at a uniform rate and slowly in order 

to avoid lumping or fish eye formation and delayed dispersion. 

Specification: 

 High Viscosity Low Viscosity 

Appearance Free Flowing White  
to Creamish Powder 

Free Flowing White  
to Creamish Powder 

Moisture, % max. 10 max. 10 

pH (% 1) 6,5  - 8,5 7 – 11 

Filtrate Volume, ml max. 23 max. 16 

Apparent Viscosity, cP min. 50 max. 40 

             *We can also provide any kind of specification with different purity or other properties for each HV and LV. 

 

 

Recommended Treatment;      Fresh Water: 0.5 lb -1.5 lb\bbl ( 1.4 -4.3 kg/m3)                                                                                                                                                                                    

Sea water   : 2.0 -3.0lb/bbl ( 5.7 -8.6 kg/m3 )      

 

 

Polyanionic cellulose's Storage 

PAC polyanionic cellulose must be stored and seal in the dry and ventilated place to prevent from rain. high 

temperature and strong sunlight. The shelf life of liquid product is 6 months and that of solid product is 12 

months. 

              



 

Packing:     

PAC Polianionic cellulose can supply with 25 kg bag. It can also depend on the customer request. For 20 Ft 

container 15 MT with 10 pallets and 40ft container can load with 25 MT with 20 pallet.  

 


